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Divyol Metal Drawing CoMpounDs – wire Met ss
Applications: 
Divyol Wire MET SS is a superior performance aluminium wire drawing fluid formulated using premium grade base stocks and unique 
synthetic additives. It can also be used for deep drawing of wires, tube drawing, forming, spinning and similar other medium to heavy 
duty operations of carbon steels and nonferrous metal. It is also suitable as lubricant for dies of different classes.

Advantages: 
Divyol Wire MET SS offers enhanced surface coverage (wetting characteristics) and provides superior surface finish on drawn wires. 
Its excellent oxidation stability and film strength enable drawing of alloy wires at high speeds and with high oil temperatures. Its 
optimized viscosity provides better cooling and helps in separating fines. It’s easy in pumping and effective even in boundary 
lubrication, thereby protecting dies.

Typical properties:

Sr. 
No. Characteristics Test Method Divyol Wire Met SS

1 Appearance Visual Homogeneous paste

2 Colour ASTM D 1500 Whitish cream

3 Copper strip corrosion at RT 10% Sol/12 hrs. ASTM D 130 1

4 Penetration (0.1 mm) unworked, max ASTM D 127 320

5 pH of 10 % emulsion – 10 Type

The above properties are typical values and do not constitute specification of the product.

Disclaimer: Gandhar makes no warranties, representation or conditions of any kind expressed or implied for use with respect to these products.  
Final determination of suitability of the product for the application contemplated by the users is solely their responsibility.


